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AUTHORI ZATI ON TO DI SCHARGE UNDER THE
NATI ONAL POLLUTANT DI SCHARGE ELI M NATI ON SYSTEM

In conpliance with the provisions of the Federal C ean Water
Act as anended, (33 U.S.C. 881251 et seq.; the "CWA'", and the
Massachusetts Cl ean Waters Act, as anended, (MG L. Chap. 21
8§826- 53),

Lynn Water & Sewer Conm ssion (LWSC)
is authorized to discharge fromthe facility |ocated at

Lynn Regi onal Wastewater Treatnment Facility and
Conbi ned Sewer Overfl ows
Lynn, MNA

to receiving waters nanmed Lynn Harbor (Broad Sound), Saugus
Ri ver, Strawberry Brook and Nahant Bay, in accordance with
effluent Iimtations, nonitoring requirements and ot her
conditions set forth herein.

This permt shall becone effective 60 days after the date of
si gnature

This permt and the authorization to discharge expire at
m dni ght, five years fromthe effective date of the permt.

This permt supersedes the permt issued June 15, 1987 and
nodi fied on March 30, 1989 and Novenber 17, 1989 respectively.

This permt consists of 14 pages and Attachnents A and B, Acute
and Chronic Marine Toxicity Test Protocol and Procedures;
Attachment C, Existing CSO discharges; Attachment D, |Industria
Users @ui dance; and Attachnent E, Pretreatnent Annual Report
GQuidance in Part | including effluent limtations, nonitoring
requi renents, etc., and 35 pages in Part |1 including Ceneral
Conditions and Definitions and Sl udl ge gui dance.

Signed this 31st day of My, 2000

/signature on file/
Linda M Mur phy



Di rector, Director, Division of

O fice of Ecosystem Protection Wat er shed Managenent
Envi ronnmental Protection Agency Depart ment of Environnent al
Boston, MA Protection

Commonweal th of Massachusetts
Bost on, MA
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A BFALUENT LI MTATI QNS AND MIN TOR NG REQU REMENTS
la During the period beginning the effective date and | asting through expiration, the permttee is
aut hori zed to discharge fromoutfal |l seria nuniber 001 to the Lynn Quter Harbor. The di schar ges
shall be limted and nonitored as specified bel owand shall be reported by the permttee pursuant to
section F on page 12 of Part I:

EHfluent Characteristics D scharge Limtations Moni t ori ng Requi r enent
Average Average Mixi num Measurenent  Sanpl e
Nonthly Veekly  Daily™ B equency Type
H ow (MD 25. 82 - Repor t ntinuous See Footnote *2
BD*3 (nmyl) 30 45 - Daily 24-hr Gonposite
TSS *3 (ng/ 1) 30 45 - Daily 24-hr Gonposite
pH?! (See Al.bon Page 5 of Part I) Daily Gab
Feca Qliforni ,*11 88cf u/ 200N - 260cf u/ 100nh Dai ly Gab
(hlorine, Total Residual -ngy/l*1,*4 0.14 - 0. 247 3xdai |y Gab
Ol and Gease (ny/l) - - 15 ekl y Gab
G NEC® 5. 26%or greater™ Quarterly*10 24-hr Gonposite
LGS0 100%or greater*® Quarterly*7 24-hr onposite
opper, Total -(ngy/l) - - 0. 099 Mont hl y 24-hr Gonposite
Ntrogen-Total (ng/l) - - Repor t Mont hl y 24-hr Gonposite

The di scharge shall not cause a violation of the water quality standards of the receiving waters.

Footnotes are on Page 4 of Part I.
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A.  EFFLUENT LI M TATI ONS AND MONI TORI NG REQUI REMENTS

1.b. During the period beginning the effective date and | asting through expiration,
when influent flows exceed 75 ngyd,the permttee is authorized to discharge
conbi ned primary and secondary effluent to the Lynn I nner Harbor through outfal
002 and to the Lynn Quter Harbor through outfall 001. Such discharges through
outfall 002 shall be limted and nonitored as specified bel ow and shall be
reported by the permttee pursuant to section F on page 12 of
Part I:
Ef fl uent Characteristics Di scharge Limtations Moni tori ng equirenent
Average  Average Maxi mum Measur enment Sanpl e
Mont hly Weekl y Dai |yt Fr equency Type
Fl ow ( M3D) Report - Report Conti nuous See Footnote *2
BOD *3 (mg/l) - - 50 Dai | y 24-hr Conposite
TSS *3 (ng/l) - - 50 Dai |l y 24-hr Conposite
pH1 (See A.1.b on Page 5 of Part 1) Dai | y G ab
Fecal Coliform?! , *11 Repor t - Repor t 3xdaily G ab

Chlorine, Tot Res,ng/l*1,*4 0. 0075 0.013 3xdaily G ab



Gl and Gease (ng/l) - - 15

Dai | y

G ab
The

di scharge shall not cause a violation of the water quality
standards of the receiving waters.

Footnotes are on Page 4, of Part |I. See |ast page of docunent.

Page 5 of 14
Permt No. MA0100552

The pH shall be in the range of 6.2 - 8.5 standard units
and the pH at the edge of the m xing zone shall not be nore
than 0.2 units outside of the normally occurring range for
the receiving waters.

The di scharge shall not cause objectable color, odor or
turbidity to the receiving waters.

There shall be no discharge of floating solids and oi
sheen ot her than trace anounts.

During dry weather the permttee's treatnent facility shal
mai ntain a mni rum of 85 percent renoval of both total
suspended solids and bi ochem cal oxygen demand. The
percent renoval shall be based on nonthly average val ues.

Sanpl es taken in conpliance with the nonitoring

requi renents specified in the permt shall be taken at a
point after treatnment but prior to mxing with any
receiving water or any other waste stream

The permttee nmust provide adequate notice to the Director
of the follow ng:

Any new introduction of pollutants into that POTWfrom
an indirect discharger in a primary industry category
di schargi ng process water; and

Any substantial change in the volunme or character of
pol lutants being introduced into that POTWby a source
introducing pollutants into the POTWat the tinme of

i ssuance of the permt.



c. For purposes of this paragraph, adequate notice shal
i ncl ude i nformation on:

(1) the quality and quantity of effluent introduced into
t he POTW and

(2) any anticipated i npact of the change on the quantity
or quality of effluent to be discharged fromthe
POTW
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3. Toxics Control

a. The permttee shall not discharge any pollutant or
conbi nation of pollutants in toxic anounts.

b. The total chlorine residual and/or other toxic conponents
of the effluent shall not result in any denonstrabl e harm
to aquatic life or violate any state or federal water
qual ity standard whi ch has been or may be pronul gat ed.
Upon promul gati on of any such standard, this permt my be
revi sed or anended in accordance with such standards.

4. NUMERI CAL EFFLUENT LI M TATI ONS FOR TOXI CANTS

EPA or MADEP may use the results of the toxicity tests and
chem cal anal yses conducted pursuant to this permt, as
wel |l as national water quality criteria devel oped pursuant
to Section 304(a)(1) of the Cean Water Act, state water
quality criteria, and any other appropriate information or
data, to develop nunerical effluent limtations for any
pollutants, including but not limted to those pollutants
listed in Appendix D of 40 CFR Part 122.

B. SLUDGE CONDI TI ONS

1. The permttee shall conply with all existing federal and state



| aws and regul ations that apply to sewage sl udge use and
di sposal practices and with the CMWA Section 405(d) technical
st andar ds.

| f an applicabl e managenent practice or nunerical limtation
for pollutants in sewage sludge nore stringent than existing
federal and state regulations is pronul gated under Section
405(d) of the Cean Water Act (CWA), this permt shall be

nodi fied or revoked and reissued to conformto the pronul gated
regul ati ons.

The permttee shall give prior notice to the Director on any
changes(s) planned in the permttee's sludge use of disposal
practice.

A change in the permttee's sludge use or disposal practice is
a cause for nodification of the permt. It is a cause for
revocation and rei ssuance of the permt if the permttee
requests or agrees.

The permttee shall annually performa priority scan of 126
priority pollutants on the sludge prior to ultimte disposal.
Results to be submtted to EPA and MADEP by February 19.
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DEVELOPMENT OF LI M TATI ONS FOR | NDUSTRI AL USERS:

Pol l utants introduced into POTWs by a non-donestic source
(user) shall not Pass Through the POTWor Interfere with
t he operation or performance of the works.

The permttee shall devel op and enforce specific effluent
l[imts (local limts) for Industrial User(s), and all other
users, as appropriate, which together with appropriate
changes in the POTWTreatnent Plant's Facilities or
operation, are necessary to ensure continued conpliance
with the POTWs NPDES permt or sludge use or disposa
practices. Specific local |limts shall not be devel oped
and enforced wi thout individual notice to persons or groups
who have requested such notice and an opportunity to
respond. Wthin 6 nonths of the effective date this
permt, the permttee shall prepare and submt a witten




techni cal evaluation to the EPA analyzing local limts. As
part of this evaluation, the permttee shall assess how the
POTW perfornms with respect to influent and effluent of

pol lutants, water quality concerns, sludge quality, sludge
processi ng concerns/inhibition, biononitoring results,
activated sludge inhibition, worker health and safety and

col l ection systemconcerns. |In preparing this evaluation,
the permttee may use the attached form (Attachnment D) to
assist in developing local Iimts. Justifications and

concl usi ons should be based on actual plant data if
avai |l abl e and should be included in the report. The
Permttee shall carry out the local limts revisions in
accordance wth EPA Guidance Manual for the Devel opnent and
| npl enent ati on of Local Discharge Linitations Under the
Pretreat nent Program (Decenber, 1987).

| NDUSTRI AL PRETREATMENT PROGRAM

a. The permttee shall inplement the Industrial Pretreatnent
Programin accordance with the |l egal authorities, policies,
procedures, and financial provisions described in the
permttee's approved Pretreatnment Program and the General
Pretreatment Regul ations, 40 CFR 403. At a mninum the
permttee nmust performthe follow ng duties to properly
i npl enment the Industrial Pretreatnment Program ("I1PP"):

1. Carry out inspection, surveillance, and nonitoring
procedures which wll determ ne, independent of information
supplied by the industrial user, whether the industrial
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user is in conpliance with the Pretreatnent Standards. At a

m nimum all significant industrial users shall be sanpled and

i nspected at the frequency established in the approved IPP but in
no case |l ess than once per year and nmi ntain adequate records.

2. lIssue or renew all necessary industrial user control
mechani sms within 120 days of their expiration date or
wi thin 180 days after the industry has been determned to
be a significant industrial user.



ot ain appropriate renedi es for nonconpliance by any
i ndustrial user with any pretreatnent standard and/or
requi renent; and

Mai nt ai n an adequate revenue structure for conti nued
i npl enmentation of the Pretreatnment Program

The permttee shall provide the EPA and the MA DEP with an
annual report describing the permttee's pretreatnent
program activities over the twelve nonth period ending 60
days prior to the due date in accordance with 403.12(i).
The annual report shall be consistent with the fornat
described in ATTACHVENT E of this permt and shall be
submtted no later than March 1 of each year.

The permttee nmust obtain approval from EPA prior to making
any significant changes to the industrial pretreatnent
programin accordance with 40 CFR 403. 18(c).

The permttee nust assure that applicable National

Cat egorical Pretreatnent Standards are net by al
categorical industrial users of the POTW These standards
are published in the Federal Regul ations at 40 CFR 405 et.
seq.
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D. COVBI NED SEWER OVERFLOWS

1

EFFLUENT LI M TATI ONS




a. During wet weather, the permttee is authorized to
di scharge storm wat er/ wast ewat er from conbi ned sewer
outfalls listed in Attachnent C , subject to the follow ng
effluent limtations.

i. The discharges shall receive treatnent at a | evel providing
Best Practicable Control Technology Currently Avail able
(BPT), Best Conventional Pollutant Control Technol ogy (BCT)
to control and abate conventional pollutants and Best
Avai | abl e Technol ogy Econom cal |y Achi evabl e (BAT) to
control and abate non-conventional and toxic pollutants.
The EPA has made a Best Professional Judgenment (BPJ)
determ nation that BPT, BCT, and BAT for conbi ned sewer
overflow (CSO control include the inplenentation of N ne
M ni mum Controls (NMC) specified below and detailed further
in Part 1.D.2. “Nine M ninmum Controls, M ninum
| mpl enment ation Levels”, of this permt:

1. Proper operation and regul ar mai ntenance prograns for the
sewer system and the conbi ned sewer overfl ows.

2. Maxi nrum use of the collection systemfor storage.

3. Review and nodification of the pretreatnent programto
assure CSO i npacts are m nim zed.

4. Maxim zation of flowto the POTWfor treatnment.
5. Prohibition of dry weather overflows from CSGCs.
6. Control of solid and floatable materials in CSGCs.

7.Pollution prevention prograns that focus on contam nant
reduction activities.

8.Public notification to ensure that the public receives
adequate notification of CSO occurrences and CSO i npacts.

9. Monitoring to effectively characterize CSO i npacts and
the efficacy of CSO controls.
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C.

| npl enent ati on of these controls is required by the
effective date of the permt. Docunentation of the

i npl enentation of these controls has been submtted and is
currently under review by EPA and the State. EPA and the
State consi der that approvabl e docunentati on nust include
the mninmumrequirenents set forth in Part 1.D.2 of this
Permt and additional activities the permttee can
reasonabl y undert ake.

i . The di scharges shall not cause viol ations of Federal or

State Water Quality Standards

NLNE M NEMUM CONTROLS, M NI MUM | MPLEMENTATI ON LEVELS

The Permttee nust inplenment the nine mnimmcontrols in
accordance wth the docunentation provided under Part
|.D.1.a.i. of this permt. This inplenentation nust
include the follow ng controls plus other controls the
Perm ttee can reasonably inplement as set forth in the
docunent ati on.

Each CSO structure/regul ator, punping station and/or

ti degate shall be routinely inspected, at a m ni num of once
per nmonth, to insure that they are in good working
condition and adjusted to mnimze conbi ned sewer

di scharges and tidal surcharging. (NMC # 1, 2 and 4).

The follow ng inspection results shall be recorded: the
date and tinme of the inspection, the general condition of
the facility, and whether the facility is operating
satisfactorily. |If maintenance is necessary, the permttee
shall record: the description of the necessary maintenance,
the date the necessary nai ntenance was perfornmed, and

whet her the observed problemwas corrected. The permttee
shall maintain all records of inspections for at | east
three years.

Annual 'y, no |l ater than January 15th, the permttee shal
submt a certification to the State and EPA which states
that the previous cal endar year's nonthly inspections were
conducted, results recorded, and records nai ntai ned.

The State and EPA have the right to inspect any CSO rel ated
structure or outfall at any tinme without prior notification
to the permttee.

D scharges to the conbi ned system of septage, holding tank
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wastes or other material which may cause a visible oil
sheen or containing floatable material are prohibited
during wet weat her when CSO di scharges may be acti ve.
(NMC# 3,6, and 7).

Dry weat her overflows (DWOs) are prohibited (NMC# 5). A
dry weat her sanitary and/or industrial discharges from CSCs
must be reported to EPA and the State within 24 hours in
accordance wth the reporting requirenments for plant bypass
(Paragraph D.1.e of Part Il of this permt).

The permttee shall quantify and record all discharges from
conbi ned sewer outfalls (NMC# 9). Quantification may be

t hrough direct neasurenment or estimation. Wen estimating,
the permttee shall make reasonable efforts, i.e. gaging,
measurenents, to verify the validity of the estimation
technique. The follow ng information nmust be recorded for
each conmbi ned sewer outfall for each discharge event:

IEsti mated duration (hours) of discharge;

IEsti mated vol ume (gallons) of discharge; and

INati onal Weather Service precipitation data fromthe

near est gage where precipitation is available at daily (24-
hour) intervals and the nearest gage where precipitation is
avai l abl e at one-hour intervals. Cunulative precipitation
per di scharge event shall be cal cul at ed.

The permttee shall maintain all records of discharges for
at least six years after the effective date of this permt.

Annual |y, no |l ater than January 15th, the permttee shal
submt a certification to the State and EPA which states
that the all discharges from conbi ned sewer outfalls were
recorded, and records maintained for the previous cal endar
year.

The permttee shall install and maintain identification
signs for all conbined sewer outfall structures (NMC# 8)
The signs nust be | ocated at or near the conbined sewer
outfall structures and easily readable by the public.
These signs shall be a mnimmof 12 x 18 inches in size,
with white lettering against a green background, and shal



contain the follow ng information:

Page 12 of 14
Permt No. MA0100552
LWSC
WET WEATHER
SEWAGE DI SCHARGE
QUTFALL (di scharge serial nunber)

3. UNAUTHORI ZED DI SCHARGES

The permttee is authorized to discharge only in accordance
with the ternms and conditions of this permt and only from

those outfalls listed in Attachment C of this permt.

D scharges of wastewater from any other point source are not
aut hori zed under this permt, unless in accordance wth Part
I1.B.4 (Bypass) of this permt.

peration and Mai nt enance of the LWSC Sewer System

Operation and mai ntenance of the sewer systemshall be in
conpliance wth the General requirenents of Part Il and the
follow ng terns and conditions:

1. Miintenance Staff

The permttee shall provide an adequate staff to carry out
t he operation, maintenance, repair, and testing functions
required to ensure conpliance with the terns and conditions
of this permt.

2 Infiltration/lnflow

The permttee shall elimnate excessive infiltration/inflow
to the LWSC sewer system A summary report of all actions
taken to mnimze infiltration/inflow during the previous
twel ve nonths shall be submtted to EPA and MADEP by t he
fifteenth day of January each year

3. Alternate Power Source




In order to maintain conpliance with the terns and
conditions of this permt, the permttee shall provide by
the effective date of the permt an alternative power
source sufficient to operate the publicly owned treatnent
wor ks (as defined by the 40 CFR 122.2).

F. MONI TORI NG AND REPORTI NG

1. Monitoring results obtained during the previous nonth shal

be summari zed for each nonth and reported on separate
Page 13 of 14

Permt No. MA0100552

Di scharge Monitoring Report Forns(s) postmarked no |ater than
the 15th day of the nonth follow ng the conpleted reporting

peri od.

a. original signed of all Discharge Mnitoring Reports,
and all other report required herein, shall be
submtted to the Director at the foll ow ng address:

U. S. Environnent al Protection Agency
Wat er Technical Unit (SEW)

P. O Box 8127

Bost on, Massachusetts 02114

b. One signed copy of all nonitoring reports and al
other reports except toxicity test reports shall be
submtted to the State at:

Massachusetts Departnent of Environnental Protection
Nort heastern Regional Ofice
205A Lowel | Street
WI| mngton , MA 01887

c. Signed copies of toxicity test reports and rel ated
notices except DVRs required by this permt shall be
submtted to the State at:

Massachusetts Departnent of Environnental Protection
Di vi si on of Wat ershed Managenent
Wat er shed Pl anning and Permitting Section
627 Main Street
Wor cester, Massachusetts 01608



G STATE PERM T CONDI Tl ONS

This Discharge Permt is issued jointly by the U S

Envi ronnmental Protection Agency and the Division of Wtershed
Managenment under Federal and State |aw, respectively. As
such, all the terns and conditions of this permt are hereby
incorporated into and constitute a discharge permt issued by
the Director of the Massachusetts Division of Water Pol |l ution
Control pursuant to MG L. Chap. 21, 843.

Each Agency shall have the independent right to enforce the
terms and conditions of this Permt.Any nodification,
suspension or revocation of this Permt shall be effective
only with respect to the Agency taking such action, and shal
not affect the validity or status of this Permt as issued by
t he ot her Agency, unless and until each Agency has concurred in
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witing with such nodification, suspension or revocation.In the
event any portion of this Permt is declared invalid,illegal or
otherwi se issued in violation of State |law such permt shal
remain in full force and effect under Federal |aw as an NPDES
Permt issued by the U S. Environnental Protection Agency.ln the
event this Permt is declared invalid, illegal or otherw se
issued in violation of Federal law, this Permt shall remain in
full force and effect under State law as a Permt issued by the
Commonweal th of Massachusetts.
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*1.

*2.

*3.

*4.

*5.

*6.

*7.

*8.

*9.

*10.
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Required for state certification.

The flow limt is an annual average. Each nonth, the
permttee shall report the annual average flow using the

nmont hly average flow fromthe reporting nonth and the nonthly
average flows fromthe preceding 11 nonths.

Report both influent and effluent results for this paraneter.

The m ni num detection level (M) for total residual chlorine
is defined as 50ug/l. This value is the m ni num detection

| evel for chlorine using EPA approved nethods found in
Standard Methods for the Exam nation of Water and WAstes,
20th Edition, Method 4500 CL-E and G or USEPA Manual of

Met hods of Analysis of Water and Wastes, Method 330.5. One
of these methods nust be used to determ ne total residual
chlorine. For effluent limtations |less than 50 ug/l (outfal
002), conpliance/ non-conpliance wll be determ ned based on
the M.. Sanple results of 50 ug/l or less shall be reported
as zero on the discharge nonitoring report.

LC50 is the concentration of effluent in a sanple that causes
nortality to 50% of the test population at a specific tinme of
observati on.

"100% or greater" is defined as a sanple of undil uted
effluent. This limt is considered to be a maxinumday limt.

Definitive acute toxicity tests shall be perfornmed using the
Mysid Shrinmp (Mysidopsis bahia) and the Inland Silverside
(Menidia beryllina). The tests nust be performed in March,
June, Septenber and Decenber in accordance wth Test
Protocols specified in Attachnent A of the permt and
Conposite Sanple shall be taken at effluent wet well.Toxicity
test reports shall be submtted by the end of the next nonth
respectively.

"C-NCEC' is defined as the concentration of effluent in a
sanpl e where no observed adverse effects on fertilization or
sexual reproduction are observed.

5.26% or greater" is defined as a sanple containing 5.26% or
nore effluent, the remainder being dilution water.

Chronic toxicity tests shall be perforned using the Inland
Silverside (Menidia Beryllina) and Sea Urchin (Arbacia
punctul ata). The tests nust be perfornmed in March, June,

Sept enber and Decenber in accordance with the Test Protocols




*11. Feca

specified in Attachnment B of the permt and Conposite sanple

shal |
shal |

Coliformnonitoring wll
is a state certification requirenent.

be taken at effluent wet well.Toxicity test
be submtted by the end of next nonth respectively.

be conduct ed year
The nont hly average

reports

round. This

[imt is expressed as a geonetric mnean.
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ATTACHMVENT C
EXI STI NG QUTFALLS
DI SCHARGE NANVE FREQUENCY RECEI VI NG WATER AND
LATI TUDE/ LONG TUDE AND COWVPCSI TI ON (CLASSI FI CATI ON)
001 MAI N OUTFALL (LONG 420 24' 41" LAT. CONTI NUOUS LYNN HARBOR
(14,000 | 70° 56' 54" LONG (SB)
)
002 ALTERNATE OUTFALL 42° 27' 02" LAT. CONTI NUOUS FOR POTW LYNN HARBOR
(SHORT)  (1100') 70057' 15" LONG FLOAS GREATER THAN (SB)
75MED
003 SUMVER STREET 42027' 26" LAT. WET WEATHER CSO SAUGUS Rl VER
OVERFLOW 70°58' 30" LONG (SB)
004 MARKET STREET 42027' 35" LAT. WET WEATHER CSO LYNN HARBOR
OVERFLOW 70056' 43" LONG (SB)
005 BROAD STREET 42027' 35" LAT. WET WEATHER CSO LYNN HARBOR
OVERFLOW 70°56' 39" LONG (SB)
006 SANDERSON AVE. * 42°28' 10" LAT. VET WEATHER CSO NAHANT BAY
OVERFLOW 70055' 45" LONG (SA)
007 WASHI NGTON ST. 42°27' 36" LAT. WET WEATHER CSO LYNN HARBOR
OVERFLOWN  ( SEALED) 70056' 27" LONG (SB)
008 BOSTON ST. / OVERFLOW 42027' 48" LAT. WET WEATHER CSO STRAVBERRY
COTTAGE ST. 70058' 27" LONG BROCK
AND
SAUGUS Rl VER
(SB)

Sander son Avenue overfl ow now connects to a new drai nhage
system on Eastern Avenue that discharges to King s Beach
t hrough a new culvert built adjacent to the new Stacey Brook

cul vert.

The connection to Stacey Brook has been seal ed.

There are now two cul verts that discharge side by side to
one for the Lynn
system t hrough the new Lynn cul vert for the Sanderson Avenue
overfl ow and Eastern Avenue drai nage system and one for the

Ki ng’ s Beach,

town of Swanpscott and Stacey Avenue,

to Stacey Brook. The new Stacey Brook cul vert

repl aces the

Lynn no | onger connects




previ ous Stacey Brook at the sane | ocation.
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